
 

Date:  February 27, 2020 
 
To:  Whom It May Concern 
 
RE: RoHS3 Requirements 
 
 

Prime Conduit, Inc. is an environmentally conscious company and as such, we assure 

our PVC Conduit meet RoHS3 requirements.   

 

The RoHS3 requirements mandate: 

• Lead (Pb): < 1000 ppm 

• Mercury (Hg): < 100 ppm 

• Cadmium (Cd): < 100 ppm 

• Hexavalent Chromium: (Cr VI) < 1000 ppm 

• Polybrominated Biphenyls (PBB): < 1000 ppm 

• Polybrominated Diphenyl Ethers (PBDE): < 1000 ppm 

• Bis(2-Ethylhexyl) phthalate (DEHP): < 1000 ppm 

• Benzyl butyl phthalate (BBP): < 1000 ppm 

• Dibutyl phthalate (DBP): < 1000 ppm 

• Diisobutyl phthalate (DIBP): < 1000 ppm 

 

For any further information concerning hazardous substances, please feel free to 

contact me or Prime Conduit’s Sr. Materials Manager, Alpesh Christian @ (405) 323-

6304.   

 

Jeremy Zeliff 

Corporate Quality Manager/Engineer 

Prime Conduit, Inc. 

6500 S. Interpace 

Oklahoma City, OK 73135 

450.670.2266 X 232 

Jeremy.Zeliff@PrimeConduit.com 
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